PROVIDE 1 7/8" HOLE IN LID FOR RADIOHEAD

METER BOX WITH METAL TRAFFIC LID
INSTALL FLUSH WITH FINAL GRADE

CAST IRON 2-PIECE VALVE
BOX W/ LOCKING LID.
SEE STANDARD DETAIL.

2" METER SETTER WITH LOCKING
BALL VALVE ON EACH SIDE
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STIFFENER BAR

CUSTOMER'S CONNECTION TO
DCVA (WADOH APPROVED)
W/ TEMPORARY PVC CAP

2 - 2" BRASS 90° BENDS
2 - 2" BRASS CLOSE NIPPLES

SHOWN (TO FORM A SWING JOINT
CONNECTION)
MAIN-SIZE X 2" SADDLE (IP) OR
2" TYPE K SOFT COPPER PIPE 2" TAPPED TEE WITH IP THREAD

& BRASS CORP STOP (MIP X MIP)
(SADDLE TO HAVE STAINLESS
STEEL STRAPS)
TAP AT A 30° TO 45° ANGLE

NOTES:

° STREET ELLS ARE NOT ALLOWED.

° WATER METER TO BE SUPPLIED BY DISTRICT.

° DIMENSIONS INCLUDE GASKET WIDTHS™.

° SEE APPROVED MATERIALS LIST.

° BED ALL SERVICE MATERIALS IN SAND (MINIMUM 6" AROUND ALL PIPING).

° INSTALL VALVE MARKER PER STANDARD DETAIL.

2-INCH FIRE ASSEMBLY SERVICE
NTS y
APPROVAL DATE DRAWN CHECKED
10/21/2020 SED DS 0 %\':P
PLOTTING SCALE DETAIL NUMBER ’ § 5 O\V 19
NTS HWD STANDARD DETAIL 19 \




